WHAT IS CLAIMED IS: 



1 . An intravenous catheter introducer assembly having a safety feature to prevent 
accidental needle sticks, said introducer assembly comprising: 

a. a needle assembly comprising an elongated hollow tubular needle having 
a proximal end attached to a needle hub, a distal end extending 
therefrom, and a lumen running therebetween, said needle having a 
groove disposed on an outer surface thereof between said distal and 
proximal ends; 

b. a protector including a hollow member having an open distal end, and a 

r 

clip mounted to said hollow member, said clip having a resilient leg 
extending into said hollow member, said protector is coaxially slidably 
disposed around said needle with said resilient leg abutting said outer 
surface of said needle; and 

c. a catheter assembly comprising an elongated hollow tubular catheter 
having a proximal end attached to a catheter hub and a distal end 
extending therefrom, said catheter coaxially disposed about said needle, 
said catheter hub having a retainer for keeping said protector within said 
catheter hub until said catheter assembly and needle assembly are 
separated wherein said resilient leg engages said groove and secures said 
protector to said needle such that said open distal end of said protector is 
distal to said distal end of said needle. 

2. The introducer assembly of claim 1 wherein said protector hollow member is a 
cylindrical tubular member having open proximal and distal ends, said clip being 
between said ends. 
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3. The introducer assembly of claim 1 wherein said protector clip is U-shaped to 
define a pair of resilient legs, each such leg extending into said protector hollow 
member. 

350 4. The introducer assembly of claim 1 wherein said needle and said protector 
hollow member have non-circular cross sections such that said protector hollow 
member cannot rotate with respect to said needle. 

5. The introducer assembly of claim 1 wherein said groove on said needle is a 
355 concentric groove running around a circumference of said needle without 

penetrating into said lumen. 

6. The introducer assembly of claim 1 wherein said groove on said needle 
comprises a notch cut into said needle. 

360 

7. The introducer assembly of claim 1, wherein said retainer for keeping said 
protector within said catheter hub until said catheter assembly and needle 
assembly are separated comprises a resilient washer disposed concentrically 
within said catheter hub and fixedly attached thereto, said washer having an 

365 insider diameter less than an outside diameter of said protector. 

8. The introducer assembly of claim 1 wherein said needle is cylindrical. 

9. The introducer assembly of claim 1 wherein said protector hollow member 
370 includes a bridge, said protector clip being secured to said hollow member by 

said bridge. 

10. The introducer assembly of claim 9 wherein said clip is a wireform. 
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